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Company Name: www.WPSAmerica.com

Address: info@WPSAmerica.com, 1 •877‚ WPS-WELD
PQR No.:

DEMO-PQR 

WPS No.:

DEMO-WPS 

Welding Process: 

SMAW

Process Type:

Manual

Position:

Flat

Base Metal Part I •Material Spec., type or grade‚: 

ASTM A 516 Grade 60 

Base Metal Part II •Material Spec., type or grade‚:

ASTM A 516 Grade 60 

Thickness and Diameter •Pipe‚: mm •in‚ 

Thickness of Test Coupon: 60 mm •2.36 in.‚, Plates   

Diameter of Test Coupon: N/A

 

Filler Metals: 
AWS Classification/AWS Specification:

E7018 

A5.1 

Joint Details/Sketch: 

Joint Design Used: mm •in‚ 

Root Opening G: 0 to 1/8 in.            Root Face RF : 3 mm •1/8 in.‚            Groove Angle: 60 ° •both sides‚              Radius •J-U‚: N/A 

Weld Type:

Complete Joint Penetration Groove Weld 

Joint Type:

Butt Joint        

Backing Option:

Back-gouge to sound metal  

Backing Material:

N/A  

Back Gouging Method:

Mechanical •Grinding‚ 


